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SURGIVIESH

Rectangle 57611g SURGIMESH 6 x 11 em thread 0.20mm
59611p SURGIMESH 6 x 11 cm thread 0.14 mm
ABDOMINAL REINFORCEMENT NET 5 SURGDIHSx el Ll
31013p SURGIMESH 10 x 13 cm thread 0.14 mm
NON-REUSABLE
511015p SURGIMESH 10 x 15 em thread 0.14 mm
Meadg from extruded monofilament Square 41515p SURGIMESH 15 x 15 cm thread 0.14 mm
poupene e ;;Sfa'r?nisa':g . 91515 SURGIMESH 15 15 c thread 0.0 mn
materials of animal or human origin, 103030g SURGIMESH 30 x 30 cm thread 0.20 mm
suitable for the following applications :
hernias and ruptures by laparotomy or Pre - cut 15613p* SURGIMESH 1/2 oval 6 x 13 em thread 0.14mm
laparoscopy route, rectal-and genito-Urinary
pr0|apsel Surg|Mesh® has been especia"y 1861_7)g* SURGIMESH 1/2 oval 6 x 13 ¢m thread 0.20mm
designed with a framework that offers a .
resistant structure much appreciated by practitioners, 33410 SURGIMESH ALF1 4.5 x 10 e thread FP 0.20mm @
47410p* SURGIMESH ALFI 45 x 10 cm thread FP 0.14mm
MONOFILAMENT
100% POLYPROPYLENE 38410g* SURGIMESH ALFI 45 x 10 cm thread 0.20mm
ﬁiﬁ?hﬂ?ﬁ?ﬁiﬂfﬁoﬁﬁw 39613g* SURGIMESH 1/2 oval 6 x 13 cm thread FPD 0.20mm @
FOR GOOD COLONIZATION
(FOR GOOD SITE DRA|NAGE) 40613[)* SURGIMESH 1/2 oval 6X 1.7) cm thread FPD 0.14mm
3166p SURGIMESH Round @ 6 cm thread 0.14 mm Q
' SPECIFIC KNIT WITH *Basy plug” system used with the pre-cut meshes
SHAPE MEMORY
56913p* SURGIMESH Oval 9 x 13 cm thread 0.14 mm
551014p SURGIMESH Oval 10 x 14 cm thread 0.14 mm O
PROPERTIES
Composition : 100% polypropylene. High physical characteristics, excellent 541115p SURGIMESH Oval 11 x 15 cm thread 0.14 mm
mechanical resistance over time, chemical inertia (biocompatibility), apyrogenic,
lf(l)ev;l(?tr)lzpr?%glhc gravity (85 /), elasticity and extensibility (bi-directional) "FP": means that the mesh has got a slot in the centre of the width and a hole
' "FPD" : means that the mesh has got a slot and a hole but positioned off-centre
0
CHARACTER|ST|CS ) ) . ( € N 4 5 9 Specjgj sizes on request
Insensitive to damp : hydrophobic material. Crystallinity level of 60%. '
Break resistance of net : 11 kg/cm? The mechanical characteristics remain
unchanged on implantation. Allée Joseph Cugnot Z.I. La Chazotte
Delivered in double Tyvek peel-off envelopes. Single use. - 42350 La Talaudiére France
These implants comply with the regulations defined in E.E.C. directive 93/42 on % Tél. : 33 (0)4 77 53 16 59
medical devices. AsSPIDE Fax : 33 (0)4 77 53 04 92
MEDICAL E-mail : eric@aspide.com




